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Step 1: Turn Manual Gas Valve clock-wise to the open position. Gas will now flow to the 
             AWEIS Ignition Control Box.

Step 2: Use the Timer Switch to power the AWEIS Ignition Control Box. The Ignition Control 
             Box will electrify the Pilot Burner Assembly and the Glow Plug will become red hot.
             Once the Glow Plug is hot, the Ignition Control Box will open an internal gas valve
             and gas will flow to the Burner. Fire will ignite at this point.

Step 3: Use the Manual Gas Valve to set flame height (4” to 6” max height is recommended).
             Be sure to not starve the AWEIS of gas as this will cause the flames to extinguish.
             Once the desired flame heigh is determined, remove the Manual Gas Key and store in 
             a safe place. The Manual Gas Valve can be left open from now on as the AWEIS will 
             control the gas flow. Use the Manual Gas Valve to shut off gas if the Fire Feature will 
             not be used for an extended period of time.

Once Steps 1 through 3 above are completed, continue to operate the 
Fire Feature by following the instructions below:  

To Turn On: Access the 6hr Timer Switch by opening the Metal Access Door and turning
       the Timer Dial clock-wise to desired run time.

To Turn Off: Access the 6hr Timer Switch by openeing the Metal Access Door and turning
       the Timer Dial counter-clock-wise to zero minutes.

CONFIGURATION #1
On and Off operation using a Timer Switch installed on the end of Fire Feature

with the 24VAC Transformer accessible from within the Fire Feature
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Cut View Diagram below showing AWEIS set up per Configuration #2

*NOTE:
The 24VAC Transformer is 
accessed thru the Metal Access Door
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Step 1: Turn Manual Gas Valve clock-wise to the open position. Gas will now flow to the 
             AWEIS Ignition Control Box.

Step 2: Use the EXTERIOR Timer Switch to power the AWEIS Ignition Control Box. The Ignition Control 
             Box will electrify the Pilot Burner Assembly and the Glow Plug will become red hot.
             Once the Glow Plug is hot, the Ignition Control Box will open an internal gas valve
             and gas will flow to the Burner. Fire will ignite at this point.

Step 3: Use the Manual Gas Valve to set flame height (4” to 6” max height is recommended).
             Be sure to not starve the AWEIS of gas as this will cause the flames to extinguish.
             Once the desired flame heigh is determined, remove the Manual Gas Key and store in 
             a safe place. The Manual Gas Valve can be left open from now on as the AWEIS will 
             control the gas flow. Use the Manual Gas Valve to shut off gas if the Fire Feature will 
             not be used for an extended period of time.

Once Steps 1 through 3 above are completed, continue to operate the 
Fire Feature by following the instructions below:  

To Turn On: Use the EXTERIOR Timer Switch to power the AWEIS Ignition Control Box by turning the
                     EXTERIOR Timer Switch to the “on” position (Exterior Switch by Other).
                     
To Turn Off: Use the EXTERIOR Timer Switch to cut power to the AWEIS Ignition Control Box by turning 
        the EXTERIOR Timer Switch to the “off” position.

CONFIGURATION #2
On and Off operation using a Timer Switch installed EXTERIOR to the Fire Feature

with the 24VAC Transformer accessible through the Metal Access Door
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  NOTE:
The 24VAC Transformer is 
accessed thru the Exterior Housing
(installed by Other).
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Step 1: Turn Manual Gas Valve clock-wise to the open position. Gas will now flow to the 
             AWEIS Ignition Control Box.

Step 2: Use the Timer Switch to power the AWEIS Ignition Control Box. The Ignition Control 
             Box will electrify the Pilot Burner Assembly and the Glow Plug will become red hot.
             Once the Glow Plug is hot, the Ignition Control Box will open an internal gas valve
             and gas will flow to the Burner. Fire will ignite at this point.

Step 3: Use the Manual Gas Valve to set flame height (4” to 6” max height is recommended).
             Be sure to not starve the AWEIS of gas as this will cause the flames to extinguish.
             Once the desired flame heigh is determined, remove the Manual Gas Key and store in 
             a safe place. The Manual Gas Valve can be left open from now on as the AWEIS will 
             control the gas flow. Use the Manual Gas Valve to shut off gas if the Fire Feature will 
             not be used for an extended period of time.

Once Steps 1 through 3 above are completed, continue to operate the 
Fire Feature by following the instructions below:  

To Turn On: Use the EXTERIOR Timer Switch to power the AWEIS Ignition Control Box by turning the
                     EXTERIOR Timer Switch to the “on” position (Exterior Switch by Other).
                     
To Turn Off: Use the EXTERIOR Timer Switch to cut power to the AWEIS Ignition Control Box by turning 
        the EXTERIOR Timer Switch to the “off” position.

CONFIGURATION #3
On and Off operation using a Timer Switch installed EXTERIOR to the Fire Feature

with the 24VAC Transformer installed exterior in a Weather Proof Accessible Housing
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